SPECIFICATION FOR GT 1000

24 01 Z

Manholes DN 1000 with free standing standard channel made of polyethylene 

(PE).

Supply and professional installation of prefabricated PE-manholes, inside diameter 

1000 mm, with open channels from 150 to 400 mm, with 1 % slope, with no inlet differences to main channel. For installation in the ground, manhole height h = 1000 to 3000 mm, with monolithic construction.  With integrated plastic steps every 250 mm.  All pipe connections should be produced with spigots for connection with PVC/PE/PP. Connections with other pipe materials should be calculated with adapters. 

Cones with sealing lip suitable for the connection of internally-fitted height-adjustable telescope adapters, for self-levelling manhole covers of classes A15, B125 or D400. The manholes must be resistant against aggressive waste water, water-tight, including protection against buoyancy, designed with continuous minimum wall thickness of 10 to 12 mm with stiffening ribs.  The manhole is to be backfilled with a layer at least 30 cm thick of non-binding filler material, conforming to the relevant standards.  The base course should be of fine-grained material of grain size 8/16.

System: GT 1000 from Schachtprofi: A-8043 Graz, Sonnleitenweg 33,

Fax: 0043-316- 398977  Tel.: 0043-316-398988

E-mail:  info@schachtprofi.at; www.schachtprofi.at
or equal.

Make offered: ......................................

24 01 A Z
Manholes DN 1000 with free standing channel 150/200 mm
180°, 135º - 180º - 225º, 135° - 180°, 180° - 225°, 90° - 180°, 180° - 270°

outlet in each case 0º.

Height of channel bed up to upper edge of manhole covering

up to 1.5 m


Units: ......................................

up to 2.0 m


Units: ......................................
up to 2.5 m


Units: ......................................

up to 3.0 m


Units: ......................................

24 01 B Z
Manholes DN 1000 with free standing channel 200 mm
90°, 270°

outlet in each case 0º.

Height of channel bed up to upper edge of manhole covering

up to 1.5 m


Units: ......................................

up to 2.0 m


Units: ......................................
up to 2.5 m


Units: ......................................

up to 3.0 m


Units: ......................................

24 01 C Z
Manholes DN 1000 with free standing channel 250/300 mm
180°, 135º - 180º - 225º

outlet in each case 0º.

Height of channel bed up to upper edge of manhole covering

up to 1.5 m


Units: ......................................

up to 2.0 m


Units: ......................................
up to 2.5 m


Units: ......................................

up to 3.0 m


Units: ......................................

24 01 D Z
Manholes DN 1000 with free standing channel 400 mm
180°, outlet 0º.

Height of channel bed up to upper edge of manhole covering

up to 1.5 m


Units: ......................................

up to 2.0 m


Units: ......................................
up to 2.5 m


Units: ......................................

up to 3.0 m


Units: ......................................

24 02 Z

Telescope adapter for PE Manholes for installation of cast iron covers A15, 

B125, D400

Supply and professional installation of a self-levelling telescope round frame with supporting crown outside diameter 850 mm, h=630 mm, accommodation slots for dirt trap, made of polyethylene (PE-HD).  Installation height (surface of cone to upper edge of carriage way) between 100 to 580 mm. 

Height adjustable ± 340 mm.

System: Schachtprofi; A-8043 Graz, Sonnleitenweg 33

Fax: 0043-316-398977  Tel.: 0043-316-398988           

E-mail:  info@schachtprofi.at    www.schachtprofi.at 

Make offered: ......................................

24 02 A Z
Telescope adapter for PE Manholes for installation of cast iron covers


Units: ......................................

24 03 Z

Manholes covers for installation in PE-telescope adapter 
Supply and professional installation 

Covers: round, made of cast iron, with or without ventilation.

System: Schachtprofi; A-8043 Graz, Sonnleitenweg 33

Fax: 0043-316-398977  Tel.: 0043-316-398988           

E-mail:  info@schachtprofi.at    www.schachtprofi.at 

Make offered: ......................................

24 03 A Z
Manholes covers for installation in PE-telescope adapter


Cast iron DN600, class A15



Units: ......................................

24 03 B Z
Manholes covers for installation in PE-telescope adapter


Cast iron DN600, class B125



Units: ......................................

24 03 C Z
Manholes covers for installation in PE-telescope adapter


Cast iron DN600, class D400



Units: ......................................

24 04 Z

Telescope adapter for PE Manholes for installation of cast iron / concrete covers

Supply and professional installation of a self-levelling telescope convertible collar h=360 mm, made of polyethylene (PE-HD).  Suitable for instalment of conventional commercial concrete grade rings and BEGU manhole covers of classes A, B or D.

Height adjustable ± 100 mm.

System: Schachtprofi; A-8043 Graz, Sonnleitenweg 33

Fax: 0043-316-398977  Tel.: 0043-316-398988           

E-mail:  info@schachtprofi.at    www.schachtprofi.at 

Make offered: ......................................

24 04 A Z
Telescope adapter for PE Manholes for installation of cast iron / concrete covers






Units: ......................................

24 05 Z

Manhole covers made of cast iron / concrete

Supply and professional installation of conventional manhole covers.
Covers: round, made of cast iron  and concrete with or without ventilation

Frames: round, made of cast iron and concrete 

Make offered: ......................................

24 05 A Z
Manhole covers DN 600, class A15





Units: ......................................

24 05 B Z
Manhole covers DN 600, class B125





Units: ......................................

24 05 C Z
Manhole covers DN 600, class D400





Units: ......................................

24 06 Z

Concrete grade rings DN 610

Supply and professional installation of conventional concrete grade rings.

Wall thickness 150 mm

Height 100 mm


Make offered: ......................................

24 06 A Z
Concrete grade rings DN 610





Units: ......................................

